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PRODUCT 

PRESENTATION 

HEAVY DUTY 

TRUNNION SYSTEM 
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Technical Details: 

Trunnion indexer: EDH2550 

Trunnion weight: 30,000 kg 

Indexing angle: 180º 

Transport time: 6.00 sec 

Trunnion length: 4200 mm 

Height of pivot: 3300 mm 

Rotational dia.: 6000 mm   

Flexibler Trommelantrieb EDH 2550 

Walzenschmierung 

Trunnion frame designed for 6 body side 

toolings weighing about 2,500 kg each 

Index cam lubrication 
Memolub system 

Freely programmable index drive 
type EDH2550-Flex 

Heavy Duty Trunnion System 
Jaguar Land Rover UK 
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Flexibler Trommelantrieb EDH 2550 

Wartungsstütze 

Servomotor 

Drehverteiler 

EXPERT-TUENKERS 
Heavy Duty Trunnion System 
with EDH2550-Flex 

Freely programmable trunnion index drive EDH2550-Flex 

Rekofa rotary coupling 

for electricity and air supply 

Trunnion maintenance 

supporting bracket 

Servo gear motor 
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Heavy Duty Trunnion System 
Jaguar Land Rover UK 



5 

Heavy Duty Trunnion System 
Jaguar Land Rover UK 
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Heavy Duty Trunnion System 
Jaguar Land Rover UK 
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Flexible clamping units, multi-model grippers, rotary tables, cam 

systems, positioning units and flexible conveying technology provide you 

with a flexible modular system with which body-in-white production lines 

can be design fully flexible today – please feel free to contact us: 

EXPERT-TÜNKERS GmbH 

Seehofstr. 56-58  64653 Lorsch 

Telephone  +49 (0) 6251 592 0 

Telefax  +49 (0) 6251 592 100 

Email    sales@expert-tuenkers.de 

Internet  www.expert-tuenkers.de 


